ELEMENTS FILTRATION RATING

GRADE P GRADE A GRADE F GRADE AC GRADE AD
FUNCTION PRE-FILTER |AFTER-FILER | FINAL-FILER |ACTIVATED CARBON | STERILE FILFER(Stainless steel bon)
PARTICLE REMOVAL | 1um 1um 0.01um Qdourless iow dew point
Oflless, odouriess, bacteria-free,
OIL CONTENT 1ppm 0.1ppm 0.01ppm 0.003ppm low dew point

Grade AD: Blocking bacteria and bacteriophages efficiently in compressed air with steam at 200C passing through regularly to
sterilize. Times of recycle:100.

When pressure is not 7 bar, their capacities should divided by correctness parameter listed in the following table.
Then, select models needed.

B N-NEEE NN

Correctness parameter  0.25 0.37 0.5 0.62 0.75 087 1 1.12 125 1.37 1.5 162175187 2 212

SPECIFICATIONS OF SF SERIES HIGH EFFICIENCY FILTER

CAPACITY ELEMENTS MODEL SO

s CONNECTIONS -LE:.‘rL::(:n.?n:%’:'lm ?IMENSIO’\JS (rr:{m)
SF18.** 180 G2 E-16x1 104 243
SF28-** 260 G1 E-20x1 104 313
SF38-* 380 G112 E-24x1 138 424
SFS5-** 550 G112 E-28x1 138 424
SFeg-* 6.60 G112 E-32x% 138 824
SF100.* 10.00 G112 E-36x1 138 624
SF140-** 1400 G2 E-40x1 148 688
SF165-** 16 50 G2 E-44x1 148 825
SF180-*" 18.00 DNS5 E-44x) 300 840
SF220-* 2200 G212 E-48x1 150 1000
SF280."* Z8.00 DN80 E-40x2 336 s
SF360-** 36.00 DN100 E44x2 500 1150
SF540.* 54.00 DN10D E-44x3 500 Hso
SF720-** 7200 DN100 E-44x4 600 1250
SFapo-** @0.00 DN125 E-44x5 800 1250

Referred to a pressure of 7 bar. ™*"-glements filtration rating
Max working pressure: 13 bar




