BELT DRIVE SERIES

SPECIFICATIONS OF SE4-18(KW)

MODEL POWER | PRESSURE | ARFLOW | NOISELEVEL]  OUTLET WEIGHT DIMENSION
kW bar m*/min dB(A) | CONNECTION Ka LxWxHmm

SEC4A-7(8) 7(8) 0.5

SEC4A-10 40 10 0.4 60 Rp 3/4 180 925x620x1426
SEC4A-13 13 0.25

SEC5A-7(8) 7(8) 0.8

SEC5A-1 55 10 0.63 60 Rp 3/4 200 925x620x1426
SEC5A-13 13 0.5

SEC7A-7(8) 7(8) 1.15

SEC7A-10 75 10 1.0 62 Rp 3/4 220 925x620x1426
SEC7A-13 13 0.79

SEC11A-7(8) 7(8) 1.80

SEC11A-10 " 10 1.50 66 Rp 3/4 260 925x620x14286
SEC11A-13 13 1.20

SE15A-7(8) 7(8) 230

SE15A-1 15 10 2.05 66 Rp 3/4 420 775x1050x1050
SE15A-13 13 1.85

SE18A-7(8) 7(8) 3.0

SE18A-10 18.5 10 286 66 Rp 3/4 480 775x1050x1050
SE18A-13 13 22
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