BELT OR DIRECT DRIVE SERIES

SPECIFICATIONS OF SE55-90(KW)

MODEL POWER PRESSURE AIR FLOW NOISE LEVEL OUTLET WEIGHT DIMENSION

kW bar m*/min dB{A) CONNECTION Kg LxWxHmm
SES55A-7 7 10.8 1450 1150X1550X 1660
SES5A-8 8 10.0 1450 1150X 1550X 1660
SE55A-8/D 55 8 10.0 74 Rp 2 1500 2000X1200X 1585
SES5A-10 10 9.0 1450 1150X 1550X 1660
SE55A-13 13 7.8 1450 1150X1550X 1660
SE75A-7 7 138 1550 1150X1550X 1660
SE75A-8 8 13.0 1550 1150X1550X 1660
SE75A-8/D % 8 13.0 - B 1600 | 2000X1200X1585
SE75A-10 5 10 11.8 p 1550 1150X 1550X 1660
SE75A-10/D 10 1.8 1800 | 2000X1200X1585
13 98 1550 1150X1550X 1660
7 16.0 1750X1375X1740
E e
90 10 13.0 78 Rp2172 1900 1750X1375X 1740
10 136 2000X1200X 1585
13 11.0 1750X1375X1740

FAD measured in accordance with 1SO1217 (GB/T3853)
Outlet temperature = Ambient temperature +8~10'C, Oil coment. 1-3PPM
Specifications in this catalog are subject to change by SUCCESS ENGINE without nobca and the detalled information 15 subyect 1o Pra-sales consulting
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