DIRECT DRIVE SERIES
SPECIFICATIONS OF SE250-400(KW)

MODEL PRESSURE | AIRFLOW | POWER CABLE LQSE LEVEL AIRKW) OUTLET | WEIGHT DIMENSION
bar m’/min kW v dB(A) WATERM'Y)  [comnecTion |  Kg LxWxHmm

SE250A(W)-8 8 450 | 250
SE260A(W)-8 8 492 | 250 7.5kW
SE280A(W)-10 | 10 450 | 280 380 T8 | yspmn | DNSO | 6200 |5360X2050X2100
SE315AW)13 | 183 450 | 315
SE250A(W)-8 8 450 | 250
SE260A(W)-8 8 492 | 250 7.5kW
ol e e | 20 [|soooroooo| 76 | TS9N | onso | 7000 |3934x2s26X2100
SE315AW)13 | 13 450 | 315
SE280A(W)-8T . 380 7.5kW 6500 | 3560X2050X2100
SE280AW)-8T | 2 535 | 280 |eooor0000] 7 | 1smin | PN100| 2200 |4185x2326X%2400
SE355W-8 8 65 :
Sl b o> | 355 |s00010000| 80 | 22m'm |DN100 | 8800 |4280X2320X2400
SE400W-8 8 74 28m'/h 9200
SE400W-10 10 63 | 400 [s00010000] 80 | 3om'n |oON100| 9500 |4280%2320%2400
SE400W-13 13 53 30m’h 9500

FAD measured in accordance with ISO1217 (GB/T3853)
Outlet temperature = Ambient temperature + 8~10'C, Oil content: 1~3PPM
Specificabons In ths cataiog are subject to change by SUCCESS ENGINE without nobce and the detalled informabion is subject to Pre-sales consulting
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SE250A(W)~SE315A(W) Outline drawang
No Nam: Spec
i Wiater infet ON S0
b Water outlet DN 20
¢ | Compressed ar outiel DN 80
d Power 380V/AS0Hz
g | Auornatic deain port
f A Inlet 580X 1400
[ Forkift ol 120X220
b Oil drain pont
| Hot air outel




