VSD SERIES
SPECIFICATIONS OF SE22-250(KW)
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SE45A-10NSD 45 10 15-70 7 Rp11/2 1020 1000X1600X 1470
SE45A-13/VSD 13 12~58
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SEQ0A(W)-13/VSD 13 28~-110
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SET10A(W)-13VSD 13 33-1386
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gélgﬁmﬁoﬁ& 132 s e 80 DNB5 2720 | 2166X1996X1918
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SE180A(W)-10/VSD 160 10 5:3:24:5 80 DNE5 3000 2166X2096X1918
SE160A(W)-13/VSD 13 4.1~208
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SE180AMAToNVSD | 180 10 6.4-26 8 82 DNBS 3230 | 2166X2096X1918
SE180A(W)-13/VSD 13 52~23.0

SE250A(W)-8/VSD 250 8 12.2-45.0

SE260A(W)-8VSD | 260 8 14.5~49.2 - :
SE280A(W)-10MVSD | 280 10 12.0~45.0 fh e S9F0 STMZG0ALI00
SE315A(W)-13VSD | 315 13 12.0~45.0

FAD measured in accordance with ISO1217 (GB/T3853),
Outlet temperature = Ambient temperature + 8~10°C . Oil content 1~3PPM
Speaficabons in this catalog are subject to change by SUCCESS ENGINE without notice and the detaiied information s subject to Pre-sales consulting.




