BDP 2- Bi Directional Parking 2 Floor
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BDP 2 - Bi Directional Parking 2 Floor C€

BDP series of products are suitable for both commercial and residential parking
purposes, It moves vertical & horizontally with the platform to park & retrieve car freely.
BDP series of product can be combined together with MUTRADE PFP series of

product to increase parking spaces.

Parking Available size for vehicle (mm) 5000x1850x1550 5200x1900x2050
Single vehicle weight (ko) < 2000 S 2500
A (mm) 2400 2500
D {mm) 5800 8000
Dimensions C (mm) 5560 5760
(mm) E (mm) 2150
B (mm) NxA+240
F {mm) 23670
Drive mode Hydraulic
Litting Power 4AKw '
Motor Speed 8-12mimin
Siding Power 0.2KVf
Speed gm/min
Interface Bution control, touch screen, IC card, and manual operation
Control PLC
Lifting speed (seconds) <$§0
Power supply (hydraulic power in Kw) 380v, S50/60Hz, 3 Phase

* MUTRADE BDP system is driven by hydraulic. (With standard capacity of 2000kg)

* The equipment can be used for both sedan & SUV, for different size of product, please contact MUTRADE.
* Finished with zinc spray on main structure and galvanized/piated for small parts for rust-proof.

* BDP is available for IC card & button control.



BDP -3+5- Bi Directional Parking -3+5 Floor
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BDP -3+5 - Bi Directional Parking -3+5 Floor C€

BDP series of products are suitable for both commercial and residential parking
purposes. It moves vertical & horizontally with the platform to park & retrieve car freely.
BDP series of product can be combined together with MUTRADE PFP series of
product to increase parking spaces.

Parking Available size for vehicle (mm 5000x1850x1550
Single vehicle weight (kg) S 2000
A (mm) 2100
B (mm) NxA+400
C (mm) 5400
Dimension D (mm) 6200
(mm) E (mm) 6500
F (mm) ; 6260
G (mm) 2500
H (mm) 9550
Drive mode Hydraulic
Liting Power 11Kw :
Motor Speed 15-18m/min
Siking Power 0.2Kw
Speed 8mimin
Interface Button control & IC card
Control PLC
Lifting speed (seconds) <55 1§
Power supply (Kw) 380v, 50/60Hz, 3 Phase]

* MUTRADE BDP system is driven by hydraulic. (With standard capacity of 2000kg)

* The equipment can be used for both sedan & SUV, for different size of product, please contact MUTRADE.
* Finished with zinc spray on main structure and galvanized/plated for small parts for rust-proof.

* BDP is available for IC card & button controi.



BDP 15- Bi Directional Parking 15 Floor
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BDP 15 - Bi Directional Parking 15 Floor C€

7l BDP series of products are suitable for both commercial and residential parking
purposes. It moves vertical & horizontally with the platform to park & retrieve car freely.

BDP series of product can be combined together with MUTRADE PFP series of
product to increase parking spaces.

Parking Available size for vehicle (mm 5000x1850x1550 5200x1900x2050
Single vehicle weight {kg) s 2000 < 2500
A (mm) 2600 2700
D (mm) 6500 6700
. C (mm) 6000 5200
Dimension
E (mm) 2500
(mm) 8 (mm) NxA+500
F (mm) 1800
’, G (mm) 227550
Drive mode Hydraulic
Litting Power 15Kw .
Motor Speed 21-Z8avmin
Siding Power 0.2Kw
Speed 8m/min
Interface Button control, touch screen and IC card
Control PLC
‘ Lifting speed (seconds) <70
Power supply (Kw) 380v, 50/60Hz, 3 Phase

* MUTRADE BDP tower is driven by hydraulic. (With standard capacity of 2000kg)
* The equipment can be used for both sedan & SUV, for different size of product, please contact MUTRADE.

* Finished with zinc spray on main structure and galvanized/plated for small parts for rust-proof.
* PLC control with digital & real time monitor display.
* New hydraulic frequency conversion technology ensure safety and speed.



