
FPL 

 

Description:  
4 point leveling system  
Adjustable runway  
Automatic safety locks  
Air operated single point lock release  
Flat deck design (FP109L)  
Hydraulic rolling jack(option)  
Maintenance free load bearing  
Power coat finish  
Turn table & slip plate for alignment (FP109A) 

Strong hydraulic cylinder 

 

TPL 

 

 

Description: 

Quality engineering to ensure the highest working safety, longer life 
time and to reduce maintenanceinterventions to the minimum. 

Lift mechanisms through a hydraulic group, which operates over 
hydraulic cylinders of simple effect. 

Very stable and equilibrated of easy use, thinking in the mechanic 
needs. 

Silent and with a highest space optimization of the work area. 

Suitable for any type of cars and repairs. 

Semi-base low profile:34mm height. 

Design with worker safety device : through 14 wedges , the weight is 
supported by it leaving the chains in repose. 

Design with carriage synchronization and safety against obstacles by 
wire . 

Two cylinders ensure the maximum stability. 

 

 



LSL 

 
 

Description: 

Because of the low drive-on height of the lift the cylinders are nearly 
horizontal in lowered position. scissors are provided of a cam lever 
system to reduce the needed oil pressure at start-up. 
Lifts run on scissors for high-precision wheel alignment. The 
synchronization is guaranteed by a master/slave hydraulic circuit, 
which has many advantages: 

 
-No connection shaft; thereby comfortable working without any 
obstacle threshold 

 
-possibility to have variable width between platforms 
As an additional safety feature, synchronization of the two platforms 
is monitored via a light photo cell. 

 
Optional wheel free lift with a loading capacity of 3.5T . 

 
The wheel free lift is hydraulically operated by the same power unit 
powering the main scissors and has a maxi-mum lifting height of 
450mm above the main platform. 

When completely lowered the main platform has a minimum height of 
280mm which make it very convenient to be installed not only in 
foundation but also above floor, the on-ground model requires 
optional drive on-ramps. 

 

SLP 

 

 

Description: 

Portable design with rolling cart  
14 steps safety with single point locking release  
Long-lasting powder coating finish 

 

 

 

 

 

 

 



SLF 

 

 

Description: 

Portable design with rolling cart  
14 steps safety with single point locking release  
Long-lasting powder coating finish 

 

 

 


